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Retractable
Fl'eestandlng Full Height BF Max Width : 4m (13) EF Max Width: 12m (39) DF Max Width : 16m (52) VF Max Width : 18m (59)
Structures 3 Frame System 4 Frame System 6 Frame System 8 Frame System

= Inclined Walled
FreeStandlng Full Height E7 Max Width : 14m (45) D7 Max Width : 18m (59) V7 Max Width : 20m (65)
Structures 4 Frame System 6 Frame System 8 Frame System

Lean-To
. Max Width : 7m (22)) Max Width : 8m (26) Max Width : 9m (29)
Full Height E L Iﬂ a7 D L 3 Frame System V L 4 Frame System
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Structures

Retractable
Dome AK | o1 | EK| v~ | DK | pwm ey | VK| o ey | RK /(\.
Skylights 2 Frame System 4 Frame System 6 Frame System 8 Frame System 10 Frame System
Inclined Walled
(V5] Retr_actable A7 B Max Width : 6m (19" E7 B m D 7 B Max Width : 17m (557 V7 B Max Width : 78m (59)
L Skylights 2 Frame System 4 Frame System 6 Frame System 8 Frame System
o Retractable |
z SkylightS BFB I Max Width : 4m (13) 1 EFB m DFB m
\ 3 Frame System 4 Frame System 6 Frame System
= LIBART RETRACTION OPTIONS
I Horizontal ///‘\, Max Width :6m(19) R1 Retraction R2 Retraction R3 Retraction
&) Retractable Skylight | RH (% MaxLength  : 28m (97) SR [ P |
: 50 % or 70 % Opening \ 1 Frame System o
c
e x $2
. single Sloped g Min Slope : 6° 8k T — —
wn SolaGlide Retractable Skylight | R RG — : Max Slope : 167 25
66% or 75% Opening Max Span : 17m (36) “..’ O
= Double Sloped g = < —— . Min Slope : 6°
SolaGlide Retractable skylight | RRG — : : = Max Slope : 16° o
66% or 75% Opening Max Span 22m (729 = \ \ \
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m 66% Retraction 66% Retraction 75% Retraction
m Vertical retracting Vertical retracting g Opening up Opening Down Opening up
o Motorized Guillotine Windows a Guillotine Doors "3 ~— — ~—
Vertical retracting , ) o
Panora ; - - Max W. : 5,5m (18) Max W: 5,5m (18) [
8 Door & Windows GUW w3 W4 Max H. : 55m (18) GUD D3 D4 Max H: 5,5m (18) E
oJ &
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KU-FC KU-FB . - . ,
8 . . The widths indicated in the “Product Map”
Semi-automatic etractable i i
=z Vertical retracting Glass Railing and is for system selec.tlon purpose only. .
— Wind-Break systems KU wind Break Libart custom engineers all systems to site
MaxW. : 1,5m (4) .
S o e specific structural needs, therefore please
contact us for exact dimensions and system

design requirements.




