PANORAMA MOTORIZED
INSIDE UNDER HEADER

#8x3/4" TEK PAINTED
WE PROVIDE
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ORDER WIDTH IS HOUSING CAP HOUSING CAP
(OUTSIDE EDGE OF RAIL TO OUTSIDE EDGE OF RAIL)

»
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—mm——————

7
G MINIMUM WIDTH 3'
OVER20' WIDE (ROLL FORMED HOUSING)
MAXIMUM WIDTH 24'
< | b
SECTION B-B
10' TALL (STANDARD HOUSING)
OVER 10' (ROLL FORMED HOUSING)
MAXIMUM HEIGHT 11'
B B
NO.#| _ DESCRIPTION __ [QTY. L 1]
1 |Housing Back 1
2 Front Cover 1
3 |Pull Bar Cap - Left 2
4 |Pull Bar Cap - Right 2
5 Crossbar 1 38
6 |Roll Tube 1 - >~ Y
7 |Rail 2 qf T & b .
8 L-Channel 2 @ 4‘
9 Idler Bracket 1 2.20 75
10  [Nylon Bearing 1 1.50|
11 |Stainless Steel Guide 2 e 3| 275
12 [Power Cord 1 2.00 1.63 |NS|DE UNDER HEADER
VERSION | MOTOR |vOLTS|aMPs| Hz |TORQUE| rReM = o oo o =
A2
535A2 | yag | 21| 60 | 308 | 20 | L-CHANNEL |CROSSBAR RAIL HOUSING/ ROLL TUBE | c.ic 5 [nic X
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